
ALUFORCE PRO 251 M 90°

ALUFORCE PRO 251 M 90°

P430Y30A230102EU-SG  
 
Dual step, sit-stand height electrically adjustable
Height (mm) 	 min. 630 / max. 1280
Stroke (mm) 	 650
Speed (mm/s)	 40
Width main unit (mm) 	 min. 1180 / max. 1700
Width ancillary unit (mm) 	 min. 1200 / max. 1400
Depth of feet (mm)	 740
Dynamic capacity (kg)	 100
Noise dB(A)	 < 50
Power	 V 240 / standby (W) 0,5
Plug type 	 Replaceable
Weight (kg)	 43
Legs and feet made of powder coated aluminium.
Top supports & crossbar made of powder coated steel.

Surface color
Silver (EW2013CD)
 
Optional Accessories
Cable tray	 • 
Cable chain	 •	
Block Positioning Set	 •	
Stationery Drawer	 •
Memory Master with Display	 -
Counter sunk handswitch with display	 -
Individual programming	 -

For further information see the accessories section of this catologue

Packing dimension single unit
1170 x 350 x 200 (LxWxH - mm)
 
Packing dimension pallet (15 frames) 
1140 x 1120 x 1100 (LxWxH - mm) VISIONLIFT
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